
Approved Optics Compatible SFP Modules 

Applicable Models: 
GS-7324, GS-7424, GS-7518, GS-7526, 
GS-7620, GS-7624 

Document Version: V1.0.1 

Approved Optics 
Model Number Model Description 

3192712 1000Base	EX	-	40Km	(24.9	miles) 

3190100 1000Base	LX	-	10Km	(6.2	miles) 

3190000 1000Base	SX	-	550m	(1,804	feet) 

3190001 1000Base	T	-	100m	(328	feet) 

3190040 1000Base	ZX	-	80Km	(49.7	miles) 

3190041 1000Base	ZX	-	120Km	(74.5	miles) 

3190042 1000Base	ZX	-	160Km	(99.4	miles) 

3192174	 1000Base	BX-U	-	120Km	(74.5	miles) 

3192173	 1000Base	BX-U	-	80Km	(49.7	miles) 

3192340	 1000Base	BX-U	-	10Km	(6.2	miles) 

3192341	 1000Base	BX-U	-	20Km	(12.4	miles) 

3192342	 1000Base	BX-U	-	40Km	(24.9	miles)	

3192350	 1000Base	BX-U	-	10Km	(6.2	miles)	

3192351	 1000Base	BX-U	-	20Km	(12.4	miles)	

GS-7324 GS-7424 GS-7518 
GS-7526 

GS-7620 
GS-7624 
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Applied Optics Compatible SFP Modules (Continued) 

Approved Optics 
Model Number Model Description 

3192352 1000Base	BX-U	-	30Km	(24.9	miles) 

3192430 1000Base	BX-D	-	10Km	(6.2	miles) 

3192431 1000Base	BX-D	-	20Km	(12.4	miles) 

3192432 1000Base	BX-D	-	40Km	(24.9	miles) 

3192450 1000Base	BX-U	-	10Km	(6.2	miles) 

3192454 1000Base	BX-U	-	120Km	(74.5	miles) 

3192451 1000Base	BX-U	-	20Km	(12.4	miles) 

3192452	 1000Base	BX-U	-	40Km	(24.9	miles) 

3192453	 1000Base	BX-U	-	80Km	(49.7	miles) 

3192530	 1000Base	BX-D	-	10Km	(6.2	miles) 

3192531	 1000Base	BX-D	-	20Km	(12.4	miles) 

3192532	 1000Base	BX-D	-	40Km	(24.9	miles)	

3192540	 1000Base	BX-D	-	10Km	(6.2	miles)	

3192544	 1000Base	BX-D	-	120Km	(74.5	miles)	

3192541	 1000Base	BX-D	-	20Km	(12.4	miles)	

3192542	 1000Base	BX-D	-	40Km	(24.9	miles)	

3192543	 1000Base	BX-D	-	80Km	(49.7	miles)	

3192714	 1000Base	BX-D	-	120Km	(74.5	miles)	
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